GM3EL 160 L 2c

3~400V (A) 50 Hz

IE3

Calisma Turd / 51
Duty Type :
Koruma Sinifi / . @ —
Degree of protection 2P 55 (TEFC) = @.@—
s ——
Yalitim Sinifi . . @1_.},! . ™
Insulation class (F(155°C) - S [ - 5
Isi Artisi / f'@»‘ M
sI Artigl . W
Temp rise :Class B (80K) N, {
.. . II
Yapi Blglml/ . B3 I
Mounting Design I
II
ELEKTRIKSEL TASARIM / Dogrudan Kalkis /
ELECTRICAL DESIGN Direct On Line n
Cikis Glcu / X Kalkis Akimi / .
Rated output (kW) -18,5 Locked rotor Current — la (A) - 2543
Anma Hizi / - 2060 . lafin : 8,1
Rated Speed (rpm) . Kalkis Momenti / 1313
Locked rotor Torque — Ma (Nm) ’ '
Anma Akimi / 314 Ma/Mn : 2,2
Rated current (A) T Y/ A Kalkig /
Anma Momenti / . Y | A Starting
Rated T Mn (N +59,7
ated Torque — Mn (Nm) Kalkis Akimi /
Locked rotor C t—la (A . 816
Giig Faktérii Cos ¢ / 000 ocked rotor Current — la (A) :
Power factor Cos ¢ o la/In - 2,6
Kalkis Momenti /
: 4/4 3/4 1/2 :
\E/E"m'n % /0/ 924 925 920 Locked rotor Torque — Ma (Nm) - 418
iciency % . J ’ ! Ma/Mn : 0,7
Eyl izlik M ti J (kgm)2 / i i
ylemsizli . omem ( gzm) 0,049 Devrilme Momenti / - 1851
Moment of inertia J (kgm) Breakdown Torque — Mk (Nm)
Mk /Mn : 3,1
MEKANIK TASARIM / Yatak Bilgileri /
MECHANICAL DESIGN Bearing Arrangement
On Rulman / Arka Rulman /
Gévde / _Dokme Demir / Drive End Non Drive End
Framil / C?St fron ir/ Standart Tasarim / 6309 ZZ C3 6209 zZ C3
Kapa ar :Dokme Demir Standard Design
End shields Cast Iron
Guglendirilmis Tasarim / NU 309 E 6309 ZZ C3
Sogutma Fani / Plastik / Reinforced design for radial
Cooling fan " Plastic
Klemens Kutusu / . Aliminyum/Plastik Gurdltu Seviyesi / 70
Terminal box " Aluminium/Plastic Noise Level (dB-A) '
Rakorlar / : M40x1,5/M32x1,5 Boya/ RAL 5007- Mavi / Blue
Cable gland Paint
Rakor Adedi / Yaklasik Agirlik / 145
No of cable glands Approximate weight (kg)
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BOYUTLAR / DIMENSIONS
Ayakli motor boyutlari : B3, B6, B7, B8, B15, V5, V6 Kurulma Diizenlerinde /
Dimensions of foot mounted motors for mounting arrangement : B3, B6, B7, B8, B15, V5, V6
HD ; : L LK E [ DB | @D [ GA | FxGD
H| —[HA] A [AA]| AB |@AC|@AK|K|KL[ B | B' [BA|BA |BB| LC i C | eal be | apal oo |Faxer
160| 400 | 22 | 254 | 60 312 315 | 303 [ 15| 15| 254 - 70 - 304 | 6745 790,5| 731,5| 108 | 110 | M16| 42 45 12X8

*Verim degerleri IEC 60034-2-1 : 2014 standardina uygun olarak endirekt 6lcim metodu ile hesaplanmistir. Ek kayiplar, degisken ylk degerlerinde yapilmis olan test sonuglarina
gore belirlenir. /

Efficiencies are calculated according to indirect method where the additional load losses are determined from exact measurements at different load points.




